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Our dual LCD rack mount monitor system offers two 8” high resolution monitors 
with individual DVI inputs, composite and 3G-SDI inputs. Each output features a 
clean loop out. A USB port allows for connection to thumb drives for conveniently 
previewing media content directly on the monitors using the built-in file brow-
ser. Embedded audio in SDI and HDMI feeds is decoded onboard the units and 
can easily be monitored using the 1/8 headphone jacks or onboard speakers. The 
entire module can be tilted to allow for a better viewing angle and is built in the 
same high quality materials as all the other xVision Control products. 

The xVision LCD monitors include a unique feature specifically designed for technicians 
working with LED video walls. Many LED walls do not capture the full raster of a 
video feed and it is therefore difficult to accurately center the image on the LED 
screen, especially when the display is out of sight. The Region of Interest (ROI) 
offers an intuitive solution to this problem. A visual boundary marker can be 
freely adjusted by the user to match the capture area of the LED wall processor, 
and thus provide a clear indicator to help perfectly center the picture in a remote, 
out-of-sight LED display.

Further moving towards Theatrixx’ quest to eradicate all detachable wall-wart 
adapters from this industry, this product features a built-in switching power sup-
ply with lockable AC input and thru on PowerCON connectors.

xVision Control

Dual Rack Monitor

XVC-LCD28
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Diagonal size 8 inches 
Native LCD resolution 1024 x 600 px 
Region of interest market Fully user-adjustable 
Aspect ratio 16 : 9 native, 4 : 3 selectable 
Luminance 500 nits 
Contrast 700 : 1

Display

DVI-I DVI, VGA, HDMI 1.3 
BNC SDI, HD-SDI, 3G-SDI 
BNC CVBS Composite 
USB Built-in video player and browser 
 (internal playback only)

Video inputs (per display)

Onvboard speakers Stereo 
Dimensions Standard stereo 1/8 “ (3,5mm) 
Weight SDI, HDMI (over DVI), USB clips 
Cooling 48 x 48 pixels 
Frame construction 2500 nits (cd/m2) 
Protection Rating IP30 (Indoor use only)

Audio & Tally (per display) Physical

Video resolution support

Max. input resolution 2048 x 1152 or 2560 x 816 
DVI input VESA 640 x 480 (VGA) | 800 x 600 (SVGA) | 1024 x 768 (XGA) | 1280 x 1024 (SXGA) | 1600x1200 (UXGA), 
 1920 x 1200 (WUXGA) | 2048 x 1152 | 2560 x 816 |  
 SMPTE 480i | 576i | 480p | 576p | 720p | 1080i | 1080p 
SDI input SMPTE 480i | 576i | 480p | 576p | 720p | 1080i | 1080p 
VGA input VESA 640 x 480 (VGA) | 800 x 600 (SVGA) | 1024 x 768 (XGA) | 1280 x 1024 (SXGA) |  
 1600 x 1200 (UXGA) | 1920 x 1200 (WUXGA) 
Composite input NTSC, PAL, SECAM

Distributed by

514. 939. 3077

www.theatrixx.com

AC Input Lockable PowerCON and thru 
Voltage 90-250 VAC, 50-60 Hz 
Power consumption 30 watts 
Dimensions 19 “x17 “x3 “  
 [48 cm x 17.7 cm x 76 cm] 
Standard rack size 4U 
Weight 7.7 lbs [3.5 kg]


